ALL NON—CURRENT CARRYING METALLIC PARTS TO BE BONDED TO
NEUTRAL AND EFFECTIVELY GROUNDED PER NEC.

GROUND WIRE
CONNECTED TO METER

SOCKET NEUTRAL I_I
GROUND TERMINAL

HEIGHT TO CENTER OF
METER 4" MIN 6 MAX

BREAKERS AND OUTLET
46 CU FASTENED PER NEC
70 POST 125 & 250 VOLT TO BE
ﬁ GFI PROTECTED

yd 1”7 1/4” WEATHER TIGHT
FLEXIBLE CONDUIT

2 4 FEMALE PIPE ADAPTOR
1% x 3 INCH NIPPLE,

WITH LOCK NUTS AND

BUSHINGS;

PIGTAIL MUST BE 30"

See Detail

8" GROUND ROD
PER NEC.

\ /
N\ 1/

“A

\\\>
POLE SHALL BE UTILITY
SECURELY LOW
SUPPORTED VOLTAGE
JUNCTION
36” BOX
House Side
NOTES:

1. 3 WIRE, 240 VOLT, METER SOCKET AND BREAKER ARE REQUIRED AND SHALL MEET NEC REQUIREMENTS
2. ALL EQUIPMENT SHALL BE FURNISHED AND INSTALLED BY THE CUSTOMER
3. COMMERCIAL TEMPORARY METERING SHALL FOLLOW THE COLD SEQUENCING
GUIDELINES AND REQUIRE THE INSTALLATION OF FAULT LIMITING DISCONNECTS ON THE LINE SIDE OF THE METER.
FUSE SIZE AND TYPE SHALL LIMIT THE FAULT CURRENT TO THE METER HOUSING TO BE 10,000 AMPS OR LESS.
4. ADDRESS MUST BE PROMINENTLY POSTED ON TEMPORARY SERVICE
5. CALL 1-800-922-1987 TO OBTAIN UTILITY LOCATES
6. ADJUSTMENTS TO THE TEMP SERVICE LOCATION SHALL BE MADE TO MAINTAIN CLEARANCE FROM ALL UTILITIES
7. IF TEMPORARY SERVICE IS TO BE FED DIRECTLY FROM THE TRANSFORMER:
a. THE CONTRACTOR IS REQUIRED TO EXCAVATE 12" BELOW GRADE TO ACCESS THE TRANSFORMER
GROUND SLEEVE ADJACENT THE SIDE OF THE TRANSFORMER WITH THE CONSTRUCTION POWER.
b. THE PIGTAIL WITH THE WEATHER TIGHT FLEXIBLE CONDUIT IS REQUIRED TO BE LONG ENOUGH
TO REACH THE EXPOSED BASE OF THE TRANSFORMER WITH 4’ OF CONDUCTOR TO FACILITATE
CONNECTION INSIDE THE TRANSFORMER.
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TEMPORARY CONSTRUCTION CONNECTION REQUIREMENTS

CONNECTIONS:
1. LOCK NUT
2. 3" NIPPLE

5. FEMALE ADAPTER

4 CONTRACTOR SUPPLIED LIQUID TIGHT FLEX TUBE AND CONNECTOR
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